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The TRIANGLE A is an imperial lighting fixture that integrated with nice triangle housing
design and tremendous visual effect. The lighting designers could combine each fixture
together. The more fixtures combined, the more vivid lighting effects will be created for
the stages. It features 16*30W 1800K LED modules and 576*0.3W 3-IN-1 RGB LEDs
surrounding the main module that delivers different color options by color mixing. All the
LEDs are controllable individually by 16 sections.

Specification
Input Voltage: AC 100-240V 50/60Hz
LED Quantities: 16*30W LED modules(1800K), 576*0.3W (3-in-1, RGB)
SMD LEDs 50,000 hrs
Control Signal: DMX512, master-slave and sound activated or auto
operation
Control Channel: 7/67/97 DMX channels USITT DMX-512
Power Consumption: 850W
Dimensions: 148(D)*800(W)*690(H)mm

TRIANGLE A Packing Dimensions: 240(D)*895(W)*775(H)mm

JNR-8277A Net Weight: 14kg
Gross Weight: 16kg
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Detail

16*30W LED modules(1800K), 576*0.3W 3-IN-1 SMD
LEDs

50000 hours rated lamp source

Electronic ballast and power supply

Smooth and precise resolution for pan/tilt movement
540° pan and 270° tilt movement optional

Scan position memory, auto reposition after unexpect-
ed movement

Improved optics and flat beam field

No need for adjustment of reflector or lamp
Anti-reflection 136mm front lenses

Variable direction rainbow effect with speed adjustable
Motorized focus from near to far

Frost filter available (hybrid effect for wash)

Dual flag mechanical dimming system

20T/sec high speed LED shutter/strobe effect with
variable speed

Preset variable/random strobe and dimming pulse
effect

Vector mode with blackout MIB function

DMX512, master-slave and sound activated controlla-
ble or auto operation

7/67/97 DMX channels USITT DMX-512

Sound control with sensitivity adjustment

RDM available (remote device Management)

Art-NET, wireless receiver system built-in(optional)

2.4" TFT LCD display with 4 control buttons and

and battery back-up for menu preset

180°Reversible for LCD display

LCD display switch-off automatically after 60 seconds
DMX signal monitoring indicator available

Software up-datable through DMX connectors

Efficient low noise self adjusting fan cooling system
Constant temperature readout and management func-
tion

Over heat protection management

Powercon IN/ OUT with power switch and fuse

3-Pin XLR DMX connectors IN/OUT

IP20 protection rating

-35°C to 45°C ambient temperature

2%1/4 turn fastening Omega clamps (adaptable vertically
and horizontally)

1*Safety attachment point

48 5mm
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